
HIGHLIGHTS
• Support 3G-SDI and Dual Link HD-SDI 

• Wide Viewing Angle 178°°°°x 178°°°°IPS Panel

• 1920 x 1080 pixel Full HD resolution

• LED Backlight enables mercury- free, low power consumption operation

• Vector Scope, Waveform, Marker Functions

• 10bit Color Processing
• Audio level meter up to 16ch

• Other features

– 16.7 million display colors

– 1,000:1 contrast ratio

– ITU-709 color space

– Selectable gamma preset modes
•Gamma 2.2

•Gamma 2.35

•Gamma 2.45

•Gamma 2.6

– LTC & VITC time code support

– Built-In 1W x 1W Speakers

– Digital Closed Caption 

21” Multi-format Monitor 

DT-V21G11
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DT-V series

E. and O.E. Design and specifications subject to change without notice

Display Device Display Type

Drive System

Aspect Ratio

Number of Pixcels

Panel Surface

Color gumut

Viewing Angle

Contrast Ratio

Display color

Backlight

VESA standard

Dimension Width

Height 387.8mm  (15 3/8") (High)

352.5mm  (14") (Low)

Depth 199mm  (7 7/8") 99.8mm  (4") without stand

Weight 7.9kg   (17.4lbs) 6.1kg  (13.4lbs) without stand

Power Requirement AC  

External In /Out Video IN/OUT

Component

DVI-D

HD/SD-SDI

Audio

Remote

Audio Speaker

347mm  (13 3/4") without stand

IN: BNC x2  (3G compatible)
OUT: BNC x1 (Switched out)

IN: RCA x 2 (L/R)
MONITOR OUT: RCA x 2 (L/R)

MAKE/TRIGGER: RJ-45(8-pin) x 1
RS-485 IN : RJ-45 (8-Pin) x 1
RS-485 OUT: RJ-45 (8-Pin) x 1
RS-232C:  D-sub (9-pin) x 1

1W x 2

0.6A (120V),  0.4A (220-240V)

Composite Video IN:  BNC x 1
Composite Video OUT: BNC x1 Loopthrough

1pin Y,  2pin Pb/B-Y, 3pin Pr/R-Y　with loop through

DVI-D x 1　with HDCP

100mm x 100mm   (M4 x4)

515mm  (20 3/8")

H:178deg  V:178deg

1000：1

16.7M colors 

LED 

16:9

1920 (H) x 1080(V)

Non-Glare

ITU-709
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21" LCD Display 

IPS


